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WAFFA Installation

300 mm

300 m
m

M14 Nut 4x

600 m
m

Concrete slab and ground 
socket

Concrete slab
Width 600 mm
Thickness min 600 mm

● Ground frost insulation
● Rebaring
● Adequate drying time must be 

ensured

Top surface of the concrete base must be 
on the ground level, max. allowed 
deviation +- 20 mm to compensate for the 
surface material thickness.
Thickness of the surface material on top 
of the concrete slab max. 20mm.

Ground Socket Installation into Concrete

Ground socket
Length 300 mm
Width 300 mm
Depth 600 mm

Ground socket is hot-dip galvanized.

Ground socket 

Concrete slab

Ground socket
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WAFFA Installation

Securing the main frame

Place the equipment onto the installed ground socket.

The permissible deviation is 2 mm / 1 m.

The training equipment must be secured with galvanized or stainless steel M14 nuts and 
washers.

Tighten the nuts according to the manufacturer’s instructions. 

Required hardware: 4 nuts + 4 washers
stainless steel or galvanized steel
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WAFFA Installation

Assembly, Operational, and Safety Inspection

● Readability and placement of the Instruction Decal

● Main Frame securing ground socket nuts and washers

● Back Rest and Seat attachment screws

● Device operation

● Complete and submit the Inspection Report

If you notice any defects in the product, please contact the Authorized Dealer.


